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1.Getting Started

1.1. Hardware Setup

1.1.1. Please use switch to connect the LAN of computer and device. Do not connect

computer and device directly.

1.2. Manager Utility

1.2.1. Install Manager Utility

1.2.2. Start Manager Utility

1.2.2.1. Change the properties of the Manager Utility

Click right-hand button—>properties—>check “Run this program in compatibility mode

for” windows XP, and “Run this program as an administrator” > Apply



# ManagerUtility Properties ' m

| General | Shortcut| Compatibility | Security | Details | Previous Versions |

If you have problems with this program and itworked correctly on an
earlier version of Windows, selectthe compatibility mode that matches
that earlier version.

Help me choose the settings

Compatibility mode

Run this program in compatibility mode for:
Windows XP (Service Pack 3)

Settings
[ ]Run in 256 colors
[]Run in 640 x 480 screen resolution
[ | Disable visual themes
[ | Disable desktop composition
[ | Disable display scaling on high DPI settings

Privilege Level

I Run this program as an administrator I

[ ‘?Changesetﬁngsforallusers ]

L' [ OK ] [ Cancel Apply |J

Windows Firewall has blocked some features of this
program

Windows Firewall has blocked some features of ArtilaTool on all public and private networks.

% Name: ArtilaTool
i Publisher: Unknown

Path: F:\tmp\4\release\managerutility.exe

Allow ArtilaTool to communicate on these networks:
Private networks, such as my home or work network
bl
L Public networks, such as those in airports and coffee shops (not recommended
because these networks often have little or no security)

found dev—

What are the risks of allowing a program through a firewall?

[ Allow access ] [ Cancel ]

1.2.3.1. Main
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1.2.3.2. Search&configure tool,
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No Device_Name Model_Name IP MAC Password CommandPo
1 |RIO-2010  |RIO-2010 | 192.168.2.128 | 00-13-48-FF-FF-01 . 5001
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P

found device: 1
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1.2.3.2.1. Double-click to enter configure
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% Configure Device: 00-13-48-FF-FF-01

Basic Settings | Advanced Options

1

|

- Item Value
Upgrade
—PITAE I N Information ‘
@ Firmware Version FMW V1.006
- Model Name RIO-2010
Reboot
———— || MAC |00-13-48-FF-FF-01
q, Basic Settings |
Default || peyice Name 'RIO-2010
Settings :
|| ——— | | Lan Settings |
; ( IP Configure Static v
Il = IP Address 192.168.2.128
Disconnect
— | Netmask 255.255.255.0
Gateway 10.0.0.0
Modbus Settings ’
Protocol Modbus TCP v
Listen Port 502

DO Power on Value

NOHN

Lo
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© Change Password ] [*(, Save to Device ]

~

1.2.3.2.2. Command button
1.2.3.2.2.1. Upgrade firmware—>select file



[ OK HCancel l
Aodbus Settings
Protocol Modbus TCP x.
Listen Port 502
DO Power on Value
NOHN I oaar

:"{, Configure De\}ice: 00-13-48-FF-FF-01 o ’_ifx_
: Basic Settings | Advanced Options
y & o’ Item Value E=
rade z
P9 Information
@ Firmware Version FMW V1.006
- Model Name RIO-2010
Reboot
MAC 00-13-48-FF-FF-01
' . 3
D eqajult Select File... -
Settings Select Firmware file...
:‘( 16\Build\Output\RIO-2010-W.aff v
y [ ]
e Browse...

|

[9__ Change Password ] l‘(, Save to Device

l
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Continue to upgrade—> 0K
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© Message ‘ ‘

FMW ¥ 1.006
Continue to upgrade 7

Cancel

— T —

Wait to upgrade finished



( © Message W u\

Device rebooting now

1.2.3.2.2.2. Devices List=>Convert web data

rﬂ Devices List @M\
[ TZ-RE
B HTML
No Device_Mame Model_Name P MAC Password CommandPort

RIO-2010PG RIO-2010PG 192.168.2.127 00-13-48-FF-FF-01
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b

found device: 1

o

;-

1.2.3.2.2.3. Convert web data=>upload=> ictrl.anf>1% Upload %%l

[ = Convert web data |
Convert Upload
Base Address: 030000 Target device
Source directory: IP Address: 192.168.2.127
MAC; 00-13-48-EF-FF-01
Qutput .anf file: anf file;
I Browse.. _fw\Example\ICtrivictrlani | Browse..
r;;?u
- @
Convert Upload




1.2.3.2.2.4.
http://192.168.2.127:5003/icontrol.html is accessable now



http://192.168.2.127:5003/icontrol.html

